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SAF 300 plummer block housing for Bearings with CYLINDRICAL BORE
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Housing with irphe seal Housing with taconie seal
Pillow Triple Seal Static Foundation Taconite

Shaft  Block Designation Stab. Qil Seal

Dia.  Housing Bearing Ring J Level Bolts size  Approx Oz O3 Designation
—  Desig- Desig- Desig- {Nn eight
5-2 S-3 nation nation 82 853 nation A B c 0D Max. Min. Jy H K L Req'd.) R 5-2 3-3 5-2 5-3

mm {1 Reqd) (1 Regd) (1 Regd) mm inches mm mm
4321 3651 SAF308  22308CC/WIS LER3 LER 17 SR104 635 2096 603 254 1TTE 1851 - 1222 W2 s @k 60 24 -k 833 TER24 TER1T
5388 4285 SAF308  22309CCMWI3 LERZ LER &0 SR114 B9E 2445 GOB 254 2000 19T3 - 1349 25 1080 (2 15 B3 505 0.5 TERZE TER2D
B0.52 4762 SAFA0  22M0CCWI3 LER3S  LERZ3 SRO-10 JE2 2690 608 ZB6 2286 1968 - WTE MI nTs (B8 100 W5 852 852 TER3S TERZ3
BA08 5239 SAFIMT 2MN1CCMWII LER4D LER 27 SR1EN1 g5 2194 T4 302 M3 64 508 1572 365 1270 {2]-5.'5.|-1-]-i|'2 125 A 564 4 TER4D TERZT
TA0E STA5  SAFMZ  2M2COWHM LER4T  LER® 8RB B25 2858 794 M2 245 2180 476 1619 33 1334 (@5l 150 w0 40 1082 TER&  TERW
TS 6151 SAFNI  2IICCWI LERSS  LERYT  SRIGI3 BB 3302 889 A8 2794 245 B0 1762 BT 1365 g @S 175 424 048 148  TERSS  TERW
BZES GEGE SAFII4  2234CCWII LERE:  LER#I  SRITM 052 302 889 WA P04 2508 S0 1873 W3 1365 (24 (4)S 195 429 1056 1048  TEAE4  TER4Y
B731 7144 SAFIIS  23ISCOWI3 LERTS  LER4S  SRIBIS 016 3492 984 33 2053 2635 M0 1984 405 1588 (2N (4)-y M5 476 43 143 TERM  TER4
5208 TE20 SAFI6  ZZMECCAWIY LERS4 LER &) SR-1916 1080 3620 984 B3 30T 2699 S0 2006 429 1651 12]-3.fql|d-]a51'3 a0 452 116.7 1167 TER B4 TER&D
10001 8096 SAFIT  ZNTCCMWII LER10%  LER188 SRa7 1143 3873 1111 44 3334 H53 603 2R2 M4 T4 (BT - amo g24 10,1 16,7 TER 108 TER 188
10478 8572 SAFIE  Z2NSCOMG3 LER11Z  LER19Y SRM-18 1206 3037 1111 508  M29 3048 572 2334 476 16 (9 40 356 1205 6.7 TER N2 TER 191
11430 9684 SAF320  22320CCW33 LER118  LER105 SR2-20 1334 4190 1206 SA0 3683 366 9B 2604 516 1873 (ady 555 619 1270 1870 TER 118 TER 106
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Pillow Triple Seal Static Foundation Taconite
Shaft  Block Designation Stab. Qil Seal
Dia.  Housing Bearing Ring J Lewvel Bolts size ﬁfprnh Op Oy Designation
——— Desig- " Desig- R — Desig- — {'Nu. eight
5-2 S-3 nation nation 52 53 nation A B c D Max. Min. Jy H K L Reg'd.) R 8.2 5-3 5.2 5-3
kg.

mm {1 Regd) (1 Req'd) (1 Reqd) mm inches ¢ mm mm
12382 10636 SAFIZR  2X20CW33 LER121 LER113 A0 1524 4667 1302 603 4064 IM5 BRE 2921 BN 2002 (4% ] BET 1334 138 TER 121 TER 113
13494 11589 SAFIM " 22324CCIWI3 LER1Z7  LER MY SR0-24 1603 5308 1586 B35 4B3E 4N B2 TS 603 22T (M 9% T4 1397 1397 TER127 TER11%
14522 12541 SAF3  Z2326CCMWI3 LER13E  LER122 SR04 1699 5588 1588 GAT7 4890 4413 952 2381 619 2222 M 116 76.2 1445 144.5 TER 135 TER 122
1575 13494 SAF38  22328CCAW33 LER144  LER1ZT SRO-25 1734 G285 1714 £98 5493 4921 1080 3604 651 2300 i4M 145 26 1540 154.0 TER 144 TER 127
16828 14605 SAF3I30  22330CCW33 LER1S1  LER1M SR6-30 190.5 6734 1810 TH2 6000 5302 1175 IVE GET  MTE (4 161 E73 1598 158.8 TER 151 TER 13
17780 15399 SAF3R  2XR200WXH LER156  LEA142 SARBR 2000 TNZ 15 784 B9 5493 1143 IWS B3 27A0 MG 186 A 169.9 169.9 TER 156 TER 142
18891 16351 SAF3M  22334CCW33 LER1E1  LER149 SR40-3 36 T3 2082 857 6350 STIS 1270 4190 6OB 2858  (4pty frrd 5.2 1784 1746 TER 151 TER 148
21272 18415 SAF336  2233BCCAWI3 LERITI  LER1RD SR44-3 W13 ENA 2RI B2 7D B2BE 1334 471 857 43 @Hle 2% 103.2 48 1869 TER1M TER 160

Material C.I.FG 260 - 15 210, 1993

Seal Triple seal LER

Lubrication | Grease or OQil

Type Horizontally Split Type

Application | Suitable for heavier load and shock with
unusually dusty surrounding. Its extra heawy
foot pad makes the housing rugged in
construction. Used in conveyor, mining
cement, chemical processing etc. industries.
Options a) Taconite seal for heavily contaminated
Available surrounding (eg. coal, mining industry.)
b} Material : Cast steel - SAFS ..

Naote: 1. Housing is supplied with 1/8" or 1/4" BSP grease nipple on tap.,
2. For located type, suitable Stabilizing Ring (‘SA') is supplied.
3. Refer Table Il and V for selecling alternative material and seal in case of higher load condition,
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