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Both end open

Type AF
Bottom half shows fixed bearing
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Top half shows free bearing
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135 SD 530 270 550 220 55 93 160 240 320 120 450 33 45 M 27 65 22230 CCK/W33 H 3130 FRB 270 x 10 2

140 SD 532 290 580 230 55 100 170 250 340 130 480 33 45 M 27 78 22232 CCK/W33 H 3132 FRB 290 x 10 2

150 SD 534 310 620 230 60 106 180 270 360 140 510 36 52 M 30 92 22234 CCK/W33 H 3134 FRB 310 X 10 2

160 SD 536 320 650 240 60 106 190 280 380 150 540 36 52 M 30 105 22236 CCK/W33 H 3136 FRB 320 X 10 2

170 SD 538 340 700 260 65 112 200 290 400 160 570 36 55 M 30 125 22238 CCK/W33 H 3138 FRB 340 X 10 2

180 SD 540 360 740 270 65 118 210 300 420 170 610 36 55 M 30 140 22240 CCK/W33 H 3140 FRB 360 X 10 2

200 SD 544 400 820 300 70 128 240 330 475 190 680 43 62 M 36 200 22244 CCK/W33 H 3144 FRB 400 X 10 2

220 SD 548 440 880 310 85 140 260 340 515 200 740 43 62 M 36 230 22248 CCK/W33 H 3148 FRB 440 X 10 2

240 SD 552 480 940 340 85 150 280 370 560 210 790 43 62 M 36 330 22252 CACK/W33 H 3152 FRB 480 X 10 2

260 SD 556 500 990 370 100 150 300 390 590 230 830 50 70 M 42 350 22256 CACK/W33 H 3156 FRB 500 X 10 2

280 SD 560 540 1060 390 100 160 325 410 640 250 890 50 70 M 42 450 22260 CACK/W33 H 3160 FRB 540 X 10 2

300 SD 564 580 1110 420 110 170 355 440 690 270 930 58 77 M 48 550 22264 CACK/W33 H 3164 FRB 580 X 10 2

Shaft Designation Approx Appropriate Adapter Locating Ring
Dia. of Housing Weight Bearing Sleeves designation
da D L A1 H2 Ca H1 A2 H J1 J N1 N T kg. Qty.

TABLE - 20
SD 500 & SD 600 Series plummer blocks for spherical roller
bearings with adapter sleeves Shaft dia 150 to 300 mm.
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135 SD 630 320 650 260 60 118 190 280 380 150 540 36 50 M 30 108 22330 CCK/W33 H 2330 FRB 320 x 10 1

140 SD 632 340 700 280 65 124 200 290 400 160 570 40 55 M 30 128 22332 CCK/W33 H 2332 FRB 340 x 10 1

150 SD 634 360 740 270 65 130 210 300 420 170 610 36 55 M 30 140 22334 CCK/W33 H 2334 FRB 360 X 10 1

160 SD 636 380 780 290 70 136 225 320 450 180 640 43 62 M 36 170 22336 CCK/W33 H 2336 FRB 380 X 10 1

170 SD 638 400 820 300 70 142 240 330 475 190 680 43 62 M 36 200 22338 CCK/W33 H 2338 FRB 400 X 10 1

180 SD 640 420 860 320 85 148 250 350 500 200 710 43 62 M 36 230 22340 CCK/W33 H 2340 FRB 420 X 10 1

200 SD 644 460 920 330 85 155 280 360 550 210 770 43 62 M 36 290 22344 CCK/W33 H 2344 FRB 460 X 10 1

220 SD 648 500 990 370 100 165 300 390 590 230 830 50 70 M 42 350 22348 CCK/W33 H 2348 FRB 500 X 10 1

240 SD 652 540 1060 390 100 175 325 410 640 250 890 50 70 M 42 450 22352 CACK/W33 H 2352 FRB 540 X 10 1

260 SD 656 580 1110 420 110 185 355 440 690 270 930 58 77 M 48 550 22356 CACK/W33 H 2356 FRB 580 X 10 1

Shaft Designation Approx Appropriate Adapter Lacating Ring
Dia. of Housing Weight Bearing Sleeves designation
da D L A1 H2 Ca H1 A2 H J1 J N1 N T kg. Qty.

TABLE - 20

Note: 1. Housing is supplied with 1/8” BSP grease nipple on top.
2. Housing is supplied as located and non-located type. For located type, locating ring (FRB) is supplied if ordered.

Material C.I. FG 260 - IS 210, 1993
Seal Labyrnth - TS
Lubrication Grease or Oil
Type Horizontal Split Type
Application Recommended for heavy load

application with temprature.
Extensively used for continuous service
like material handling, mining and
paper industry.

Options a) Taconite seal
Available b) Drain plug, Oil level Indicator &

    oil Inlet
c) End cover for closed end type
d) Material : Cast steel : SSD
                       S.G. Iron   : SDD

TRUEFIT ENGINEERING CO. LTD.
an ISO 9001-2000 certified co.
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