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SDJ plummer block housings

TABLE - 21

for spherical roller bearings with ADAPTER SLEEVE

Shaft dia : 320-450 mm
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Housing for locating bearing
and through shaft

Housing for non-locating bearing
at shaft end

Material C.l. FG 260 - IS 210, 1993

Seal Labyrinth

Lubrication| Grease or Qil

Type Horizontal Split Type

Application| Heavy duty plummer black housing
is extension of the SD type housing.
Suitable for severe load Housing
condition and variety of heavy duty
service like steel industry

Options a) Located and non-located type

Available | b) Material : Cast steel : SDJS

S.G. Iron : SDJD

c) End cover

Shaft Housing
dia- Dimensions Approx Designations?)
meter Weight Housings for through shaft
da A Ay GCal) Dy H Hi Hy J Jq - N Ny S T Locating Non-locating

' bearing bearing
mm mm kg -
320 410 350 190 580 705 360 70 700 240 830 68 52 30 42 550 SDJC 3168 FTS SDJC 3168 LTS
340 410 350 192 600 705 360 70 700 240 830 68 52 30 42 500 SDJC 3172 FTS SDJC 3172 LTS
360 450 380 194 620 765 390 75 760 280 880 68 52 35 42 775 SDJC 3176 FTS SDJC 3176 LTS
380 450 380 200 650 765 390 75 760 280 880 68 52 35 42 700 SDJC 3180 FTS SDJC 3180 LTS .
400 480 400 224 700 855 440 80 810 280 940 68 52 35 42 875 SDJC 3184 FTS SDJC 3184 LTS
410 480 400 226 720 855 440 80 810 280 940 68 52 35 42 800 SDJC 3188 FTS SDJC 3188 LTS
430 520 440 240 760 920 470 80 880 310 1040 80 60 35 48 1200 SDJC 3192 FTS SDJC 3192 LTS
450 520 440 248 790 920 470 80 880 310 1040 80 60 35 48 1100 SDJC 3196 FTS SDJC 3196 LTS
1)  The bearing seating in housings for non-locating bearings is 20 mm wider than dimension Ca.

2)
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Housings for shaft ends with one end cover carry the designation suffix A e.g. SDJC 3168 AFTS and SDJC 3168 ALTS, respectively
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Shaft Appropriate Separate components Grease
dia- bearing adapter Labyrinth End cover quantity
meter sleeve ring with with O-section Initial fill
dgy O-section cord (recommended)

cord
mm — . kg
320 23168 CCK/W33 OH 3168 H TS 68 ETS 68 19,3
340 23172 CACK/W33 | OH 172 H S o ETS 72 19,1
360 23176 CAK/W33 OH 3176 H TS 76 ETS 76 24,5
380 23180 CAK/W33 OH 3180 H TS 80 ETS 80 23,8
400 23184 CK/W33 OH 3184 H TS 84 ETS 84 33,3
410 23188 CAK/W33 OH 3188 H TS 88 ETS 88 33,0
430 23192 CAK/W33 OH 3192 H TS 92 ETS 92 42,6
450 23196 CAK/W33 OH 3196 H TS 96 ETS 96 40,4

Note: 1. Refer Table Ill and V for selecting alternative material and seal in case of higher load condition.
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